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PHASE 1 REPORT
NATIONAL DAM SAFETY PROGRAM

Name of Dam Cadet Mine Tailings Dam

State Missouri

County Washington

Stream Unnamed Tributary to Mill Creek

Date of Inspection 27 August 1979

-

Cadet Mine Tailings Dam, I.D. No. 30715, was inspected by two civil
engineers from International Engineering Company, Inc. of $an Francisco,
Catifornia. The dam is owned by Hornsey Brothers Mining~Cbmpany of
Potosi, Missouri. The purpose of the inspection wass&fo assess the
general condition of the dam with respect to safety. The assessment was
based on an evaluation of the available data, a visual inspection, and
an evaluation of the hydrology and hydraulics of the site to determine
if the dam poses hazards to human life or property. The purpose of the
dam is to impound tailings from a barite separation and beneficiation
operation.

Cadet Mine Tailings Dam was inspected using the 'Recommended Guide-
lines for Safety Inspection of Dams" furnished by the Department of the
Army, Office of the Chief of Engineers. Based on these Guidelines, this
dam is classified as intermediate size. The St. Louis District Corps of
Engineers has classified this dam as having a high downstream hazard
potential to indicate that failure of this dam could threaten 11fe and
property. The estimated damage zone provided by the St. Louis District
Corps of Engineers extends approximately five miles downstream of the
dam. Information provided by the Corps of Engineers indicates that
eight dwellings and two railroad bridges are within this damage zone.

s The results of the inspection indicate an absence of facilities for dis-
charging flood water, inadequate freeboard, and that the dam does not meet
the criteria given in the Guidelines for a structure with the size and
hazard potential of Cadet Mine Tailings Dam. As an intermediate size dam
with a high hazard potential, the Guidelines specify that the discharge
capacity and/or storage capacity should be capable of safely handling the
Probable Maximum Flood (PMF) without overtopping the crest. The PMF is
the flood that may be expected from the most severe combination of critical
meteorologic and hydrologic conditions that are reasonably possible in the
region. It was calculated that the impoundment can retain the 100-year
flood (a flood having a one percent chance of being equalled or exceeded
in any one year) without overtopping the dam. It was also estimated that
the impoundment can retain 75 percent of the PMF without overtopping the
crest. However, the impoundment cannot retain the PMF without overtopping

the embankment. ;
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Adequate overflow facilities and/or freeboard should be provided so

that the impoundment can handle the PMF without overtopping the crest and ;
without significant erosion of the embankment. ’

Seepage observed at the dam toe should be drained to reduce the
possibility of weakening foundation materials by saturation.

Seepage and stability analyses of this dam comparable to the require-
ments of the "Recommended Guidelines for Safety Inspection of Dams" are
not available. These studies should be performed by a professional
engineer experienced in the design and construction of tailings dams and
should be made a matter of record. The necessary data for these analyses
would be obtained from additional investigations. The investigation ;
would consist of field exploration and soil sampling, a laboratory : |
testing program, and an engineering study to evaluate the stability of . ‘
the dam. Based on the results of these analyses, remedial measures may
become necessary. Remedial work should be performed under the direction

of an engineer experienced in the design and construction of tailings %
dams.
{

An inspection and maintenance program should be initiated. Periodic
inspections should be made and documented by qualified personnel to
observe the performance of the dam.

It is recommended that the owner take action to correct the deficien-
cies described.
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OVERVIEW OF CADET MINE TAILINGS DAM - 1.D. NO. 30715
FROM CREST OF EAST LEG TOWARD NORTH LEG
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PHASE 1 INSPECTION REPORT
NATIONAL DAM SAFETY PROGRAM
CADET MINE TAILINGS DAM - ID NO. 30715

SECTION 1 - PROJECT INFORMATION

1.1 GENERAL

a. Authority. The National Dam Inspection Act, Public Law 92-367,
authorized the Secretary of the Army, through the Corps of Engineers, to
initiate a program of safety inspection of dams throughout the United
States. Pursuant to the above, the St. Louis District, Corps of Engi-
neers, District Engineer directed that a safety inspection of the Cadet
Mine Tailings Dam be made and authorized International Engineering Company,
Inc. to make the inspection.

b. Purpose of the Inspection. The purpose of the inspection was
to assess the general condition of the dam with respect to safety, based
on available data and visual inspection, to determine if the dam poses
hazards to human life or property.

c. Evaluation Criteria. Criteria used to evaluate the dam were
furnished by the Department of the Army, Office of the Chief of Engi-
neers, in "Recommended Guidelines for Safety Inspection of Dams". These
Guidelines were developed with the help of several Federal agencies and
many state agencies, professional engineering organizations, and private
engineers.

1.2 DESCRIPTION OF PROJECT

a. Description of Dam and Appurtenances.

(1) Cadet Mine Tailings Dam is an L-shaped earthfill dam that
is used to impound tailings from a barite separation and
beneficiation operation. The north leg of the dam is a
cross-valley embankment and the east leg is constructed
on the eastern ridge of the drainage. The dam has not been
in operation since October 1978. The tailings consist of
redaish-brown soft silty clay, which were deposited as a
slurry in a water environment.

(2) The dam has no spillway or regulating outlets. Overflow
would pass over the dam crest low point at Station 8+00
(Plates 3 and 4).

b. Location. The dam is located in the northeastern portion of
Washington County, Missouri, as shown on Plate 1. The dam, shown on
Plate 2, is located in Section 26, Township 38 North, Range 3 East.
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c. Size Classification. Cadet Mine Tailings Dam is greater than
40 feet but less than 100 feet high, and the impoundment storage is less
than 50,000 acre-feet; therefore, this dam is classified as an intermediate
size dam in accordance with the "Recommended Guidelines for Safety Inspec-
tion of Dams".

d. Hazard Classification. This dam is classified as having a high
hazard potential by the St. Louis District Corps of Engineers. The
estimated damage zone, as provided by the St. Louis District Corps of
Engineers, extends approximately five miles downstream of the dam.
Information provided by the Corps of Engineers indicates that eight dwell-
ings and two railroad bridges are within this damage zone.

e. Ownership. This dam is owned by:

Hornsey Brothers Mining Company
P.0. Box 309
Potosi, MO 63664

f. Purpose of Dam. The purpose of the dam is to impound the tailings
from a barite separation and beneficiation operation.

g. Design and Construction History. No written design or construction
data were available. Information obtained from John, Lewis, and Walter
Hornsey, partners of Hornsey Brothers Mining Company, indicated that con-
struction of a starter dam began in 1964. After construction of the starter
dam, sand and angular gravels, finer than 3/4-inch, from the mill operation
were used to raise the dam. The tailings impoundment operation was shut
down by the U.S. Department of the Interior, Mining Enforcement and Safety
Administration (MESA) on 5 October 1978. No further dam construction or
conveyance of tailings to the impoundment has occurred since that date.

h. Normal Operating Procedures. Prior to the shutdown of the
tailings impoundment operation, fine barite tailings were discharged in
a slurry form from the mill and desposited by gravity flow into the
impoundment near the left abutment. Tailings flowed across the drainage
adjacent to the north leg of the dam, and then upstream along to the
east leg of the dam. Water collected at the upstream end of the impound-
ment was recycled back to the mill. Water collected in a pond below the
east leg of the dam was pumped into the impoundment through a 10-inch
diameter steel inflow pipe located at Station 21+93 (Plate 3). The
water was used in the milling operation. No tailings have been conveyed
to the impoundment since October 1978. The outflow of surface runoff,
if great enough, would pass over the dam crest low point at Station 8+00
(Plates 3 and 4A). The inflow pipe would not function as an outlet pipe
because of the presence of a pump in the pipeline. No operating records
for this dam are known to exist.

1.3 PERTINENT DATA

Field surveys were made by Booker Associates, Inc. of St. Louis, Missouri,

on 11 September 1979. Ffield measurements are valid as of the dates of

inspection and survey. The survey data is presented on Plates 3 through 5.
_2-

e R L e Lt TR e o R -




a. Drainage Area. 47 acres (Surdex aerial photograph, scale: 1 inch =
1000 feet, 14 June 1978).

b. Discharge at Damsite.

(1) Outlet pipe - There is no outlet pipe at this dam. Not
applicable.

(2) Spillway - There is no spillway at this dam. Not applicable.

(3) Maximum experienced outflow at damsite - No available
information.

c. Elevation (Feet above M.S.Ll)l/

(1) Top of dam - Varies from El. 834.2 to E1. 844.7.
(2) Streambed at downstream toe of dam - E1. 743.6.
(3) Maximum pool (PMF) - El. 834.7.

(4) Operating pool (pool level on the date of survey) -
E)1. 829.6 on 11 September 1979.

(5) Tailings surface adjacent to dam - Varies from E1. 829.8
to E1. 832.9.

d. Reservoir.

(1y Length of maximum pool (PMF) - 2000 + feet (Surdex aerial photo-
graph, scale: 1 inch = 1000 feet, 14 June 1978).

(2) Length of operating pool (pool on date of survey) -
500 + feet (Surdex aerial photograph, scale: 1 inch =
1000 feet, 14 June 1978).

(3) Length of impounded tailings - 1900 + feet (Surdex aerial
photograph, scale: 1 inch = 1000 feet, 14 June 1978).

e. Storage Above Tailings Surface.

(1) Top of dam (E1. 834.2 feet) -~ 103 acre-feet.

1/ Elevations are based on a reference elevation of 840.00 feet M.S.L.
estimated from the Mineral Paint, Mo., 1954, 7.5 minute series, topo-
graphic quadrangle. A temporary bench mark at E). B53.63 feet was
established from this reference (Plate 3).
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(2) Operating pool (E1. 829.6 feet on 11 September 1979) -
1 acre-foot.

f. Reservoir Surface Area. '

(1) Top of dam (E1. 834.2 feet) - 36 acres.

(2) Operating pool (E1. 829.6 feet on 11 September 1979) -
2 acres.

g. Dam.

(1) Type - Earthfill.

(2) Crest length - 3800+ feet.

(3) Height (maximum above streambed) - 96 feet at Station 29+00.
(4) Crest width - 10 to 20 feet.

(5) Side slopes -

(a) Downstream slope - Variable from 1.4(H) to 1.0(V) to
1.7(H) to 1.0(V).

(b) Upstream slope - Unknown.

(6) Zoning - The zoning of the dam consists of a clay starter
dam, which is overlain by sands, angular gravels, and
larger rock. The sands, gravels, and rock result from the
barite ore milling process. The gravels are generally finer
than 3/4-inch, and the larger rock consists of what is
referred to as screen rock, between 3/4-inch and 4-inch
size, and bull rock, greater than 4-inch size. It appears

that a majority of the dam consists of the 3/4-inch minus
material.

(7) Cutoff - No written information is known to exist to indicate
that a cutoff was designed or constructed.

h. Spillway. None.
i. Regulating Outlets. None.

j. Diversion Ditches. Some diversion of runoff would occur around
the mill access roads at the upstream end of the impoundment. A small
ditch would carry runoff around the toe of the embankment between Station
4+00 and 7+00 at the south end of the impoundment adjacent to the paved
road (Plate 3). This roadside ditch is a V-shaped ditch typically three
feet wide and one foot deep, and is overgrown with grasses, shrubs, and
small trees. The ditch is two feet deep at most and disappears where

the embankment slope encroaches onto the road.

- 4 -




-y

SECTION 2 - ENGINEERING DATA

2.1 DESIGN

No design drawings or data are known to exist.

2.2 CONSTRUGTION

No construction records were available. Information concerning construc-
tion of the dam was provided verbally by John, Lewis, and Walter Hornsey,
partners of Hornsey Brothers Mining Company. Construction of an earthfill
starter dam began in 1964. No drawings or sketches of the starter dam
are known to exist, however, the Hornsey Brothers stated that the dam had
a downstream slope of 2(H) to 1(V), an upstream slope of 3(H) to L(V), a
20~-foot crest width, and was 30 to 35 feet high. It is not known if a
cutoff beneath the starter dam was constructed.

According to the Hornsey Brothers, during subsequent operation of the
impoundment following construction of the starter dam, waste material
from the barite ore miiling process consisting of bull rock, greater than
4-inch size, screen rock, between 3/4-inch and 4-inch size, and sand and
angular gravels finer than 3/4-inch were used to raise the dam to provide
additional tailings storage capacity. It appears that a majority of the
dam consists of the 3/4-inch minus material. In general, no effort was
made to clear trees and brush and strip the foundation as the dam was
raised, with the exception of the east leg of the dam. A road parallels
the eastern ridge embankment at its toe, and as the dam was raised, new
roads were cleared adjacent to the toe and stepped down the ridge. The
Hornsey Brothers stated that most of the rock was dumped over the down-
stream side of the crest, that the finer 3/4~inch minus material was
dumped near the upstream side of the crest to help seal the upstream zone
of the dam, and that the dam was built by somewhat of a donwstream

method of construction. Material was end-dumped over the downstream face
of the dam to widen the crest, and then the crest was raised. The sands,
gravels, and larger rock placed in this manner are in a loose state and
are at or near their natural angle of repose on the downstream face.
Material on the crest was compacted by construction equipment. According
to Lewis Hornsey, the dam was raised very little during the last five
years of mill operation.

The tailings impoundment operation was shut down by the U.S. Department

of the Interior, Mining Enforcement and Safety Administration (MESA) on

5 October 1978. No tailings have been conveyed to the impoundment, and

no further dam construction has taken place since that date. Three
inspections by various MESA perscnnel were made of the Cadet Mine Tailings
Dam on 10 September 1975, 20 August 1977, and 20 September 1978. The
reports of these investigations dated 10 September 1975, 25 August 1977,
and 28 September 1978, respectively, are presented in Appendix B. These
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reports state that the dam has been raised by the upstream method of con-
struction. It was not evident at the time of this inspection which method
of construction has been used since no construction was in progress.

The third inspection report, which recommended the closure of the tailings
disposal site because of questionable embankment stability, indicated

that a stability analysis was made by the Denver Technical Support Center
of MESA. The results of this analysis, which was based on soil parameters
obtained in laboratory tests of similar materials from a different site
and on assumed dam cross sections, are presented in Appendix B. Also
included in Appendix B is a report to the Hornsey Brothers Mining Company
from MESA outlining the requirements which must be met before the tailings
impoundment could be placed in operation again.

A report by J. H. Williams of the Missouri Geological Survey dated 12
September 1975 and entitled "Engineering Geologic Report on the Hornsey
Brothers Tailings Dam" indicates that although the dam was high and had
significant seepage, no signs of failure were evident. An addendum to
this report dated 1 September 197/ indicated that seepaye rates were
higher and gravel slumping had occurred along portions of the dam. This
report and addendum are presented in Appendix B.

No spillway exists at the Cadet Mine Tailings Dam. The Hornsey Brothers
stated that larger screen and bull rock was used to widen the dam crest
at its low point to provide an area that could safely conduct water over
the dam when required. This low point is located near the southeast
corner of the impoundment at Station 8+00, and the crest width in this
area at the time of inspection was about 50 feet.

2.3 OPLRATION

No operating records are known to exist. Tailings have not been conveyed
to the impoundment since October 1978 when the tailings disposal operation
was shut down by MESA. The outflow of surface runoff, if great enocugh,
would pass over ¢ widened portion of the dam crest at its low point near
the southeast corner of the impoundment at Station 8+00. The inflow pipe
located at Station 21+93 would not function as an outlet pipe because

of the presence of a pump in the pipeline.

Z.4 L VALUATION

a. Availability. No design or construction records were available.
The only design dnd construction information available to the inspection
team was that obtained through verbal communication with John, Lewis,
and Walter Hornsey, partners of Hornsey Brothers Mining Company and that
contained in inspection reports by MLSA.

b. Adeauacz. No written records exist to substantiate the cross
sections used 1n the stability analysis done by the Denver Technical Support
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Center of MESA. Therefore, conclusions concerning the safety of the
dam should not be based on this information. The field surveys and
visual inspections presented herein are considered adequate to support
the conclusions of this report. Seepage and stability analyses comparable
to the requirements of the "Recommended Guidelines for Safety Inspection
of Dams" were not available, and this lack of information is considered
a deficiency. These seepage and stability analyses should be performed

for appropriate loading conditions, including earthquake loads, and
made a matter of record.

c. Validity. The dam may not have been constructed as shown on the
cross sections used in the stability analysis done by MESA and conditions
of seepage and stability have probably changed since the impoundment
operation was shut down in October 1978. No design or quality control
records are known to exist.
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SECTION 3 - VISUAL INSPECTION

3.1 FINDINGS

a.

International Engineering Company, Inc. on 27 August 1979.

General. The dam was inspected by two civil engineers from

John, Lewis,

and Walter Hornsey, partners of Hornsey Brothers Mining Company met with
the inspection team prior to the inspection, and provided information
about the construction and operating history of the impoundment and the

shutdown by MESA.

contains

ment since October 1978.

The impoundment created by Cadet Mine Tailings Dam
barite tailings. Tailings have not been conveyed to the impound-
Photographs taken during the inspection are

included in this report. The field locations of the photographs are
shown on Plate 6.

b. Project Geology. The impoundment watershed is covered by a
residual reddish-brown clay containing gravel, rock fragments, and
boulders of barite, chert, and quartz druse. Soil cover is estimated
to be as much as 30 feet thick. The underlying bedrock is mapped as gray

dolomite of the Cambrian age, Potosi Formation.
in the reservoir area.

Bedrock was not observed

c. Dam. The plan of the dam is shown on Plate 3. The profile
and cross sections of the dam are shown on Plates 4 and 5.

The dam embankment itself is practically free of vegetation. Some small
trees and brush were observed to be growing out of the embankment at a

few locations on the downstream slope. Some brush and trees were growing
out of the embankment at the south end of the impoundment adjacent to

the paved road and appeared to be rooted in the foundation. A few dead
tree snags were observed protruding through the embankment slope along

the east leg of the dam. Some vegetation was noted to be buried at the
downstream toe during dam enlargements, and dense forest exists immediately

downstream of the north leg of the dam. Grasses are growing on the tail-
ings surface.

No detrimental settlement, depressions, cracks, sinkholes, erosion,
piping, or animal burrows were observed in or near the dam. Some minor
suface ravelling was evident at a few locations along the downstream
face of the dam.

Seepage was evident at many locations along the east leg of the embank-
ment at the contact between the dam and foundation. No seepage issuing
from the dam face itself was observed. All the seeps observed were
flowing at less than 1/2 gpm, and the flow from all the seeps was clear.
Many seeps were too small to estimate a flow, and other areas along the
toe were wet but had no detectable seepage.

It appeared that a ditch had been cut along the base of the north leg of
dam. The ground below the brush and dead leaves in this ditch was wet,
!: but no seepage was visible. A small seep, less than 1/4 gpm, was observed
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tliwing clear at the base of the north leg, cross-valley dam at its maximum
section, Station 29+00. The only other seepage noticed along the north

leg of ine dam was toward the left abutment at the base of a widened
portion of the embankment where screen and bull rock had been dumped.

The flow was about 1/2 gpm and clear.

A spring emerging from the natural ground was found approximately 600

teet cownslope of the east ridge embankment in the area of Station 18+00.
Boiling sand was observed at the spring. Flow was clear and estimated

to be in thg range of 2 to 3 cfs. The water temperature was estimated

at about 50°F. Discharge from the spring flows into a small pond
impounded by a small earth embankment about 200 feet long and having a
maximum height of 20 feet. The pond is located approximately 500 feet
downs iope of the east ridge embankment at Station 22+00. During operation
¢f the tailings disposal site, water was pumped from this pond into the
impour !ment and used in the milling process. The Hornsey Brothers

stated that water from the tailings impoundment was being transmitted
throu,l. bedrock to the spring, and that there has been a history of prob-
lems with the pollution of the spring and a well installed by the previous
downstream property owner. The Hornsey Brothers reported that sometime
between 1970 and 1971 a state geologist put dye into the tailings impound-
ment to check seepage into the downstream spring and claimed that the
spring was fed by the tailings impoundment.

The eievation difference between the dam crest and the tailings surface
agjacert to the dam ranged from about 6 to 13 feet. There is no slope

prote-tion on the upstream slope which is composed of sands and angular
gravels  finer than 3/4-inch. The only slope protection on the down-
«tre . - fape s provided by the larger screen and bull rock. These

riate 13) . were dumped at the dam low point at Station 8+00 and near the
‘aft abutment to widen the crest and at a few other locations along the
‘onie - "eam face. They do not blanket the entire face of the dam.

. evidence of instability was observed at either abutment. Both abut-
se’ » gre covered with residual reddish-brown clayey soil with gravel
ind roc« fragments. There was no evidence of clearing or stripping of
the tounddtion at either abutment.

1 Appurtenant Structures. The only appurtenant structure at this
dam is a 10-inch diameter steel inflow pipe located at Station 21+93.
Iri . pipe would not function as an outiet because of the presence of a
pump in the pipeline.

and access roads connecting the dam crest. No evidence of landsliding was
vbserved in tie reservoir area. Some erosion was noted on mine service
and access roads around the mill area. There are no upstream structures
within the watershed of this dam that would be subjected to backwater
flooding The tailings in the impoundment consist of soft silty clay that
iiave Leer aeposited by hydraulic methods. Grasses are growing on the tail-
ings surface, and dead tree snags protrude through the tailings along the

¢ Reservoir Area. The watershed area is defined by the mine service




west side of the tailings deposit near the mill. Although no tailings
have been deposited since October 1978, minimal consolidation of the tail-
ings has probably taken place.

f. Downstream Channels. The natural downstream channel below the
north leg of the dam is an unnamed tributary to Mill Creek and is unde-
veloped and heavily forested. This drainage joins Mill Creek about 2500
feet downstream of the dam. A small channel or ditch along the south end
of the impoundment adjacent to the paved road would carry diverted runoff
around the toe of the embankment between Station 4+00 and 7+00. This
ditch has been described in Section 1.3.j. Diversion Ditches.

3.2 EVALUATION

Although no tailings have been deposited behind the dam since October 1978,
minimal consolidation of the silty clay tailings has probably taken place.
Therefore, the dam is effectively retaining a material with very low
strength. The tailings exert a high pressure that the dam must resist.

The embankment is a relatively porous granular structure above the tail-
ings surface. If the water level were to rise above the tailings surface
adjacent to the dam due to flood runoff, there could be significant seep-
age through the embankment which could adversely affect the stability of
the dam.

Seepage and wet foundation soils were observed along a considerable

portion of the embankment toe which could adversely affect the stability of

the dam. Although no slope instability other than minor surface ravelling

was observed, the downstream embankment slope is at or near the angle

of repose of the gravels and rock comprising the dam. The long-term sta- ;

bility of the dam can not be evaluated until seepage and stability analyses i
are performed. :

This dam has no outlet or spiliway. Overflow would pass over the dam crest
low point at Station 8+00. Although the dam crest is wider at this loca-
tion and larger screen and bull rock has been dumped in the downstream por-
tion of the dam at this location, flood discharges could cause erosion

of the embankment materials and could threaten the stability of the dam
during overtopping. As stated earlier, the embankment is a relatively
porous granular structure, and flow would be passing through the embank-
ment as well as over its top during overtopping.

The embankment has encroached onto the paved road at the south end of the H

inPoundment. The roadside drainage ditch has been blocked and runoff in
this ditch could cause erosion of the embankment toe in this area.
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SECTION 4 - OPERATIONAL PROCEDURES

4.1 PROCEDURES

No regulating procedures are known to exist for this dam. The tailings
impoundment operation was shut down in October 1978. The outflow of sur-
face runoff, if great enough, would pass over the dam crest low point

at Station 8+00.

4.2 MAINTENANCE OF DAM

Information available to the inspection team indicates that the dam is not
regularly maintained.

4.3 MAINTENANCE OF OPERATING FACILITIES

There are no operating facilities at this dam. Not applicable.

4.4 DESCRIPTION OF WARNING SYSTEM IN EFFECT

Information available to the inspection team indicates that there is no
warning system for this dam.

4.5 EVALUATION

The behavior of the dam should be monitored periodically to observe any
indications of instability, such as cracks in the dam, sloughing, sudden
settlement, erosion of the dam or an increase in the volume or turbidity
of emerging seepage. A maintenance program should be initiated for the
dam.
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SECTION 5 - HYORAULIC AND HYDROLOGIC ANALYSES

5.1 EVALUATION OF FEATURES

a. Design Data. The significant dimensions of the dam are presented
in Section 1 - Project Information, and in the accompanying field survey
drawings, Plates 3 through 5B. No hydrologic or hydraulic design informa-

tion is availavble.

For this evaluation, the watershed drainage area and reservoir area-eleva-
tion data were ohtained from a Surdex aerial photograph, scale: 1 inch =
1000 fteet, 14 June 1978, and from survey data. The watershed drainage area
was ~hecked against an area obtained from the USGS Mineral Point, Mo.,
1958, 7.5 minute-series, 1:24,000 scale, topographic quadrangle, and was
found to be the same.

The total drainage area including the tailings impoundment at Cadet Mine
Tailings Dam, [.0. No. 30715 is primarily enclosed by the embankment and
is approximately 47 acres (0.073 square miles). The watershed location
and drainage boundary are shown on Plate 2. In order to obtain the
active storage capacity, spot surveys of the tailings elevation were
transferred to an aerial photagraph and used as a guide to develop
contours on the tailings surface.

Most of the drainage area is covered by disposed tailings resulting from
barite mining. For computations of "basin" characteristics, a lag time of
0.1 hour and a runoff curve number (CN) of 100 were assumed for the com-

putations of flood runoff for the tailings and water within the impoundment.

The input data and computed parameters, such as basin lag time, unit hydro-
graph, probable maximum precipitation, and the reservoir elevation-area-
capacity data are presented in Appendix A. As shown in the computer print-
outs, the reservoir surface areas are actual surface areas corresponding

to the elevations shown. The capacities, computed in the computer program
by the Conic Method, are the active capacities at the given elevations
above the tailings.

No spillway is present at the dam. The 10~inch diameter inflow pipe run-
ning through the embankment at Station 21+93 would not function as an out-
let pipe because of the presence of a pump in the pipeline. Single gravel
windrows along the edges of the dam crest were neglected in selecting crest
elevations. The low point of the dam at the center of the crest is located
at Station 8+00 and is EV. 834.2 feet.

Computations of the discharge rating curve for flows over the dam crest
were made by using the weir flow formula with a weir coefficient of

€ = 2.7 for the dam crest. The discharge rating curve for flows over the
dam crest is shown in Appendix A, under the input data listing as Y4 and
Y5 cards. The overtopping analysis was based on the effective crest
elevations as surveyed on the dam crest.

_12_
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b. Experience Data. Rainfall, streamflow, and flood data for the

entire watershed are not available. There is no evidence of historic dam
overtopping.

¢c. Visual Observations. Visual observations are discussed in
Section 3 - Visual Observations.

During the field inspection, it was observed that the low points of the
tailings were submerged in water. The pond water surface elevation was
E1. 829.6 feet on the date of survey (see Plate 3).

d. Overtopping Potential. The 100-year flood, probable maximum
flood (PMF), and floods expressed as percentages of the PMF were computed
and routed through the reservoir. The probable maximum flood is defined
as the hypothetical flood event that would result from the most severe
combination of critical meteorologic and hydrologic conditions that are
reasonably possible at a particular location or region.

The computed floods were routed through the reservoir using the Modified
Puls Method of flood routing. For all cases of the reservoir fiood routing,

the starting water surface elevation was set at E1. 829.6 feet, the observed
water surface elevation behind the embankment.

Results of the overtopping analyses indicate that the dam is able to
retain the 100-year flood. The studies indicate that the dam can retain

about 75 percent of the PMF without overtopping the minimum dam crest at
E1. 834.2 feet.

Results of the overtopping analyses are reported in Appendix A and sum-
marized below:

Max Depth
Peak Peak Max Over Min. Duration [
Inflow Qutflow WS Elev. Dam Crest Overtopped :
Flood (cfs) (cfs) (ft) (ft) (hrs) v
50% PMF 509 0 833.2 0 -
75% PMF 763 0 834.1 0 -
PMF 1017 44 834 7% 0.5 31.8
* Dam overtopped (Minimum dam crest E1. 834.2 feet). -

Note: Water surface elevations and depths over the minimum dam crest
include the velocity heads corresponding to the velocities computed
for the various flow depths for the overtopping section.
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SECTION 6 - STRUCTURAL STABILITY

6.1 EVALUATION OF STRUCTURAL STABILITY

a. Visual Observations. Conditions that may adversely affect the
structural stability of the dam are discussed in Section 3.

b. Design and Construction Data. No design or construction data
pertaining to the structural stability of the dam were available. Seep-
age and stability analyses comparable to the requirements of the "Recom-
mended Guidelines for Safety Inspection of Dams" were not available, and
lack of this information is considered a deficiency. These seepage and
stability analyses should be performed for appropriate loading conditions,
including earthquake loads, and made a matter of record.

c. Operating Records. No operating records for the pump and inflow
pipe are known to exist.

d. Post-Construction Changes. No post-construction changes were
apparent.

e. Seismic Stability. The dam is located in Seismic Zone 2, as
defined in the Uniform Builidng Code. There appears to be a potential for
instability caused by ground shaking during earthquakes where the dam over-
lies soft saturated clay foundation soil. Some crest settlement and
ravelling of the embankment gravels could also occur during seismic
shaking, because the gravels are in a loose state and are at or near
their natural angle of repose on the downstream slope.

-14_
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SECTION 7 - ASSESSMENT/REMEDIAL MEASURES

7.1 DAM ASSESSMENT

a. Safety. The Cadet Mine Tailings Dam has several deficiencies
that should be corrected. (1) The seepage occurring along a considerable
portion of the embankment toe and the associated soft saturated soil con-
ditions could adversely affect the stability of the dam. (2) The toe of
the embankment encroaches onto the paved road along the south end of the
impoundment and blocks the roadside drainage ditch. (3) Seepage and
stability analyses comparable to the requirements of the "Recommended
Guidelines for Safety Inspection of Dams" were not available, and they
should be performed and made a matter of record. (4) The dam has no outlet
or spillway to remove storm runoff. It was computed that the dam can
retain about 75 percent of the Probable Maximum Flcod (PMF) without over-
topping. The PMF is the flood that may be expected from the most severe
combination of critical meterologic and hydrologic conditions that is
reasonably possible in the region. The "Recommended Guidelines for Safety
Inspection of Dams" specifies that the spillway design flood for this dam
should be the PMF. Although the hydrologic analysis shows the dam capable
of retaining 75 percent of the PMF without overtopping, there could be
significant seepage through the embankment when the water level rises
above the tailings level adjacent to the dam, because the embankment is
a relatively porous granular structure above the tailings surface. This
seepage could adversely affect the stability of the dam.

b. Adequacy of Informatijon. No detailed design or construction data
were available. Three inspection reports of the Cadet Mine Tailings Dam
by the U.S. Department of the Interior, Mining Enforcement and Safety Admin-
istration (MESA) and results of a stability analysis made by the Denver
Technical Support Center of MESA were available and are presented in
Appendix B. No written records exist to substantiate the assumed cross
sections used in the stability analysis, and conclusions concerning the
safety of the dam are not based on this information. The field surveys
and visual inspections presented herein are considered adequate to support
the conclusions of this report. Seepage and stability analyses comparable
to the requirements of the "Recommended Guidelines for Safety Inspection of
Dams" were not available, and this lack of data is considered a deficiency.

The only available topographic map at the time of this inspection is the
USGS Mineral Point, Mo., 1958, 7.5 minute series, 1:24,000 scale, topo-
graphic quadrangle with contour intervals of 20 feet. Results of the
hydrologic studies could be changed if larger scale and more up to date
topographic maps with smaller contour intervals were used. The maps
would also show the mining and dam construction which has occurred
subsequent to the publication of the quadrangle map. The watershed
drainage area and reservoir areas were measured from a Surdex aerial
photograph, scale: 1 inch = 1000 feet, 14 June 1978. Reservoir area-
capacity data was developed using survey measurements and constructing
topographic contours on the aerial photograph. This data is considered
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to be adeguate for the Phase ] inspection; however, the use of the USGS
quadrangle and the aerial photograph for the hydrologic studies results
in an approximate evaluation of the embankment overtopping potential.

c. Urgency. The Phase I inspection indicated apparent deficiencies
in the condition of the dam. Seepage and stability analyses, and initia-
tion of measures to increase the storage capacity of the dam to safely
retain the PMF, or to provide an outlet or spillway with adequate erosion
protection to safely pass the PMF should be given priority.

d. Necessity for Phase I1. No Phase II investigation is recommended;
however, additional investigations are recommended as outlined in Section
7.2.e.

7.2 REMEDIAL MEASURES
The following remedial measures are recommended:

a. Contro) of Seepage. Specific remedial work should be addressed
to controlling seepage and safely conducting it away from the toe of the
dam to prevent ponding and saturation of foundation soils. This remedial
work should be based on appropriate analyses of this condition and should
be performed under the direction of a professional engineer experienced
in the design and construction of tailings dams.

b. Removal ot Trees and Brush. An engineer experienced in the design
and construction of tatlings dams should direct the remova) of trees, dead
tree snags, and brush from the dam that could cause a potential seepage
hazard.

c. Overflow Provisions. The existing dam was calculated to be
capable of retaining 75 percent of the PMF without overtopping at its
minimum dam crest E1. 834.2 feet at Station 8+00. To comply with the
"Recommended Guidelines for Safety Inspection of Dams” for a dam of this
size and hazard potential, freeboard should be increased to provide greater
sturage capacity so that the dam is capable of safely retaining the PMF,
or an outlet or a spillway should be constructed so that the PMF can be
passed without overtopping the dam crest and without significant erosion
of the spiliway or embankment. The decision to increase freeboard or pro-
vide an outlet or spillway may be dictated by any intentions to reactivate
the tailings disposal operation. An increase in freeboard must be con-
sidered in seepage and stability analyses as described in Section 7.2.e.

d. Embankment Realignment. The roadside drainage ditch at the
south end of the impoundment where the exterior embankment slope en-
croaches onto the paved road should be cleared. Realignment of the
embankment at this area between Statijon 4+00 and 7+00 should be accomp-
lished if there are any intentions by the owner to reactivate the tailings
disposal operation. This area is at the upstream end of the impound-
ment, and the tailings depth behind the embankment here is shallow
enough tnat this realignment could be accomplished without too much
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difficulty. This work should be performed under the direction of a

professional engineer experienced in the design and construction of
tailings dams.

e. Seepage and Stability Analyses. Seepage and stability analyses
should be performed by a professional engineer experienced in the design
and construction of tailings dams. The embankment is a relatively porous
granular structure above the tailings surface. If the water level were
to rise above the tailings surface adjacent to the dam, there could be
significant seepage through the embankment which could adversely affect
the stability of the dam. Included in these analyses, therefore, seepage
and stability computations should be performed with the reservoir water
surface set at the top of the dam. If freeboard will be increased so that
the dam will retain the PMF without overtopping, the analyses should be
performed with the reservoir water surface set at the maximum pool (PMF)

level, and the added embankment height should be considered in the stability
ana! 'sis.

The necessary data for these analyses would be obtained from additional
investigations. The investigations should consist of subsurface explora-
tion and soil sampling and a laboratory testing program to obtain the
necessary engineering parameters of the dam and foundation materials.
These parameters should be used in an engineering study to evaluate the
stability of the dam. Concurrent with the exploratory work, groundwater
monitoring wells should be installed in the driil holes to obtain water
level data that would be used in the stability studies. Remedial measures
to the dam should be based on the results of the stability studies and
should be done under the direction of a professional engineer experienced
in tailings dam design and construction.

f. Inspection and Maintenance Program. An inspection and mainte-
nance program should be initiated. Periodic inspections should be made
by qualified personnel to observe the performance of the dam. Observa-
tions should include indications of instability, such as cracks in the
embankment, sloughing, erosion, sudden cettlement, or an increase in the
volume or turbidity of seepage. Records of these inspections should be

maintained, and all maintenance and remedial measures made to the dam
should be documented.
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APPENDIX A
HYDROLOGIC AND HYDRAULIC ANALYSES

The hydrologic and hydraulic analyses were accomplished by using the
computer program “Flood Hydrograph Package, HEC-1, Dam Safety Investi-
gations Version, July 1978". This program was developed by the Hydro-
logic Engineering Center, U.S. Army Corps of Engineers, Davis, California.
The criteria and methodology used are briefly discussed below:

® Probable Maximum Precipitation (PMP) - The 24-hour PMP was
obtained from Hydrometeorological Report No. 33. The 6-hour
and the l-hour depth-duration distributions followed Corps of
Engineers EM 1110-2-1411 criteria

o 100-year and/or 10-year storms - The 24-hour storm amounts and

distributions were supplied by Corps uf Engineers, St. Louis
District, Missouri.

o Reservoir Area-Capacity - Areas were measured from U.S.G.S.
topographic maps and/or from aerial photographs. Reservoir
elevations and corresponding surface areas were input in the

computer program, which determined the reservoir capacities
by the conic Method.

e Flood Routing -~ The Modified Puls Method was used for all
flood routing and dam overtopping analyses.

fhe following pages present the input data listing, the computer pro-
gram version and its last modification date, together with pertinent
computer printouts of results. Definitions of all input and outptt
variable names are presented in the September 1978 computer progr-m
“Users Manual”, and are not explained herein.
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APPENDIX B
INFORMATION SUPPLIED BY OTHERS

Item

tEvaluation of the Hornsey Brothers Impoundment Site
near Cadet, Missouri - transmittal letter from MESA to
IECO

Report of 10 September 1975 Inspection and Evaluation
of the Cadet Mine Tailings Dam by MESA

Report of 20 August 1977 Inspection and Evaluation of
the Cadet Mine Tailings Dam by MESA

Report of 20 September 1978 Inspection and Evaluation
of the Cadet Mine Tailings Dam by MESA

Letter to Mr. Lewis Hornsey from MESA Qutlining Require-
ments for Tailings Impoundment Reactivation including
MESA Design Guidelines for Mine Waste Piles and Tail-
ings Dams

Stability Analysis of Cadet Mine Tailings Dam by MESA
Denver Technical Support Center

Engineering Geology Report and Addendum on the Hornsey
Brothers Tailings Dam by J. H. Williams

Page No.

8-1

8-11

g-21

B-23




e

-

U.S. DEPARTMENT OF L ABOR T,
MINE SAFETY AND HEALTH ADMINISTRATION N N .97 "2‘
Box 1156 - Py i
=1 .
900 Pine Street ’EA .[.\;-1 &
Rolla, Missoun 65401 ’aI Sy =
'Ar;s U‘

Metal and Nonmetal Mine
Health and Safety
South Central Subdistrict A

Septemter 18, 1979

Mr. Jim Gray
International Engineering Company
220 Montgomery
San Francisco, California 94104
Subject: Evaluation of the Hornsey Brothers Impoundment Site near Cadet, Misso:ri
Deaxr Mr. Gray:
Enclosed are the reports you requested concerning the stability of the Hornsey
impoundment structure. You will note that these reports span a number of years.
In that time, the impoundment structure increased in height significantly. Con-~
struction method was observed by both our Rolla people and engineers from cur
technical support Mine Waste Branch in Denver, Colorado. Construction by the
upstream method was observed as I discussed with you by phone.
I hope this information will be of some help to you.
Sincerely yours,
/

”Vd 76: Ly
Joﬁﬁ S. Risbeck
Supervisory Mining Engineer

Enclosures

B-1
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United States Department of the Interior

MUINING ENFORCENMENT AND SAFETY ADMINISTRATION

PO, HONY U567, DENYVER O FEDERAL CPNTER
PENVER, COLORADO ¥02en

November 13, 1975

D821 - W560

ODEXVER TECHNICAL SUPPORT CENTER

Yaste Impoundment Group
"Memorandum

To: District Manager, South Central District, Metal
and Nonmetal Mine Health and Safety, Dallas, Texas

From: Chief, Waste Impoundment Group, Denver Technical
Support Center

Subject: Site Inspection and Evaluation of the Tailings
Embankment and Impoundment at Hornsey Pit at
Cadet, Hornsey Brothers Mining Company, I.D.
No. 23-00552, Washington County, Missourdi

The enclosed report 1s based on a visual inspection of

ilornsey Brothers tailings disposal site on September 10, 1975,
1s requested by your subdistrict office at Rolla, Missourt.
ftie company should be encouraged to comply with the rec-
omendations contained within the report.

- s .
obert I, ngimoto
Enclosure w/ attachment
cc: Assistant Administrator, Metal/Nonmetal Mine H&S
Subdistrict Manager, Rolla, Missourti
S. A. Stanin, Technical Support

A. Z. Dimitroff, Denver Technical Support
S. G. Sawyer, Pittsburgh Technical Support

b B- 2
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UNTTED STATES
DEPARTMENT OF THE INTERIOR
MINING FENFORCEMENT AND SAFETY ADMINISTRATION

HEALTH AND SAFETY TECHNICAL SUFPORT

Inspection and Evaluation
of
Tailings Embankment and Impoundment
Hornsey Pit at Cadet
flornsey Brothers Mining Company
Washington County, Missouri

September 10, 1975

by

G. W. Center
Civil Engineer, DTSC
and
S. W. Dmytriw
Civl Engineer, DTSC

DENVER TECHNICAL SUPPORT CENTER

A. 2. Dimitroff, Chief

Originating Office
Denver Federal Center, Building 55
Denver, Colorado, 80225
Robert I, Fujimoto
Chief, Waste Impoundment Croup

B-3
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Jurcuant to a request by your subdistrict office at Rolla, Misscouri,
visual luspection of the Hornsey Brothers tailings embankment
1

and impcundment was made on September 10, 1975, by G. W. Center,

an! s. W, Dmytriw, Denver Technical Support Center; H. J. Lucas,
Yetal and Nonmeta: Mine Health and Safety, Rolla, Missouri; and
. Willfams, Missouri Ceological Survey. No mining company
tepresentative was present during the inspection. However,
t liowlny the {nspection, a discussion was held with John Horusey,
-owner.

Tocation:

The Hornsey Brothers tailings embankment and impoundment

fs located in an unnamed drainage on the left of Mill Creek
o7 Big River about 1.5 miles east of Cadet, Washington
Jounty, Misgouri{. TI{ff, Missouri 1is about 2.6 miles down-
stream. The geographic location is N 37955'27", W 90°40'00".

description:
The embankment 1s L-~shaped, with the short leg a cross-valley

type about 800 feet long at the north end, and the long leg
a ridge embankment about 2100 feet long forming the right (east)

side of the impoundment. The embankment is being constructed

0! gravel-size waste dumped along the crest and then pushed

over the edge onto both slopes. The slopes vary from 32° to

36, whi:h is near the angle of repose. The crest 1s about

“h tevt wlde and the height increases from 30 to 45 feet northward
t.uonys the eastern leg ard reaches a maximum of 76 feet near

she roidzolnt of the cross-valley portion. No foundation preparations
weos noted., Seepage was noted all along the toe of the embankment.
itvre 5 no other outlet except for a low spot in the haul road

at “he¢ abutment near the northeastern corner of the {mpoundment
which could serve aa a "spillway."

The tailings enter the impoundment Iin a ditch in natural ground

tear the left abutwent of the cross-valley part of the embankment.
iear water {s pumped back to the plant from the upstream end
> the inpoundment. This procedure results In the coarser tailings

settiing out near the left side of the impoundment while the
siilmes and water flow against the embankment. A make-up water

tin+ digcharges into the impoundment immediately inside th-

eastern embankment near the northerly 1/3 point. The clean

water is pumped from a pond immediately below the eastern embankment
which cuilects water seeping through the dam. The {mpoundment

has a surface area of about 25 acres and a minimum freeboard
of abour 2.5 feet from the water surface to the embankment crest
at the "spillway". Generally, the freeboard {s approximately

[ [2

.9 feet.

-4
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Cenclusions:

The Hornsey Brothers tailings embankment and {mpoundment

{5 a potential hazard. The embankment {s of questionable
stabllity because of the large amount of seepage, Ssteep
slope, and manner of tailings discharge that places the
slimes and water against the embankment. As the cmbankment
height {8 increased the safety factor will decrease.

Reccmmendations:

These recommendations are based upon engineering criteria

established for coal refuse embankments by Federal Regulations.

It is expected that similar criteria for metal/nonmetal

tailings disposal operations will be establishel at a future
date.

1. The tailings should discharge into the pond so that

the coarse tailings settle out against the embankment and thve

s«1lmres and free water are as far from the embankment as {is
practical.

2. A stability analysis of the embankment should be

made. A minimum safety factor of 1.5 static and 1.2 dynamic,
under full anticipated design capacity, is normally considered

a2 safe design value. If the embankment does not meet the

minimum factors of safety, remedial measures should be under-

taren to increase embankment stability.

3. Since there is no adequate spillway or outlet, the
embankment should be maintained high enough to contain the

runoff from a probable maximum precipitation with a freeboard

of at least three feet.

4. The make~up water line discharge should be moved
further into the pond to reduce erosion of the embankment.

Acceptable hydrologic and hydraulic considerations are in-

vluded I{n the copy of the Design Guidelines attached to
this report.

Gustavus W. Center
Civil Engineer, DTSC

’s phen W. Dmytdiw
Civil Enginzer, DTSC

B-5
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DENVER TECHNICAL SUPPORT CENTER August 25, 1977

Mine Waste Branch D1433 - W910

Memorandum

To: District Manager, South Central Distrlct, Metal and
Nonmetal Mine Health and Safety, Dallas, Texas

Through: Chief, Mine Waste Branch ]
From: Civil Ingineer, Mine Waste Branch

Subject: Site Inspection and Evaluation of the Tailings Lnm-
bankment and Impoundment at Hornsey Pit, I.D. XNo.
23-07552 at Cadet, Washington County, Missouri,
Hornsey Brothers Mining Company

At the request of the Subdistrict Manager, Rolla, Missourd,
the Hornsey Brothers tailingse embankment and impoundment wns
inspected on August 20, 1977. The inspection was made by
Wayne D. Kanack and Howard J. Lucas, Metal and Normetal Mine
Health and Safety, and Guatavus W. Ccu.cer, Denver Technical
Support Center. No mining ccmpany r:presentative was present
during the inspection.

The condition cf the tailings embankment and impoundment i3
essentially as described in report dated September 10, 1975,

by the Denver Technical Support Center, except that the embank-
nent has been raised about 10 feet by the upstream method of
construction, and less surface water was present duc to re-
duced operating days.

The upstream method of constructing a *ailings ewmbankment 1s
probably the most unsafe method. As the heigh:t of the emhank-
ment increases, the potential fallure surface 18 located farther
from the downstream face and into the slimes. The outside

shell countributes less to the stability as the height increases.

It was noted that the cabankment has blocked the roadside
ditch at the south end of the site. Depending upon the height
¢f the embankment ut the time, runoff from the drainage area
souvth of the road due to a 3zevere storm could enter the im-
poundment and possibly breach the embankment.

e

B-6
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“he rear wheels of a truck dumping embankment material left
drep impressions in the embankment creat surface {ndicating a
weak structural fill,

vaonclusions

‘he Hornsey Brothers tailinge embankment and impoundment re-
mains a potential hazard. The posgsibility of an embankment
hreach exists, In addition, the stability of the embankment
ts questionable and believed to be marginal because of the
nariow (about 16 feet) shell of coarse waste coutaining the
saturated fine taillings. The method of embankment placement
‘5 alao 4 hazard to personnel working on the crest. The vi-
brations from equipment working on the narrow shell of coarse
waste supported by the slimes could lead to a local slope
tatlure., Therefore, it is necessary that operating restric-
tiona be placed on the site during operation.

Reconmendations

1. The roadside ditch at the south end of the site
should be cleared <o that runoff{ will not enter the impound-
ment and cause an overtopping of the embankment.

2. A 9pillway should be provided near the southern ahut-
ment of the embankment to discharge into the cleared roadside
ditch, This 18 the low point of the fine tailings within the
{mpoundment.,

3. The tailings sl ould discharge into the pond so that
the coarse tailings settle out against the embankment and the
siimes and free water are as far from the embunkment as 1is
pra.ttcal. In no case should free water be allowed to stand
against the embankment face. This procedure developes stronger
support for the shell of coarse waste as well as lowering
rhe phreati: level. No trucking of materials should be allowed
along the cresgt until correction of the tailings discharge
iccatinn, Tf a higher embankment is needed before movement
of the di{scharge, it should be done after the impoundment
ay be 1 allowed to drain uway from the embankment face.

4. Due to the questionable integrity of the embankment, a
vtability unmalyeis should be made. A mini{mum safety factor
£ 1.% stardlz and 1.7 dynamic, under full anticipated design
vapacitv, 1e normally considered a safe design value, If
the embankment doc3s not meet the nminimum factors of safety,

B-7
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remedial weasures should be undertaken to incrcase the embank-
ment's stability. The analysis should be ccmpleted within

¢ months or the site should be closed as the degree of hazard
will increase with time.

Dt L

Guetavus W. Center

cc: Asst. Admin., M/NMH&S
Subdistrict Mgr., Rolla, MO
SAStanin
DHutchinson




U'S DEPARTMENT OF { AROK RUINEDY
MINT SALELY AND HEALTH ADMININTRATION «{.y'
Mohing Address Street Addioss - Sae
PO Box 257, DI T Sanus /_ .
Denver, Colorada ROQ2S Pakewood, Colorada -, AN

DENVER TECHNICAL SUPPORT CENTER
Mine Waste Branch

SEP Q8 1978 Report No. D1746-w1081
File:  HLS~S

MEMORANDUH FOR: WAYXE D. KANACK
District Manager, South Central District
letal and Nonmetal Mine Safety and licalth
Dallas, Texas

THROUGIL: ROBERT 1. FUJINOTO
Chief, Minc Weste Branch

FPROM: CUSTAVUS W. CENTER AND ROBERT L. IERRITER
Civil Engineers, Minc Waste Branch

SUBJLCT: Site Inveastipation and Svaluation of the
Tailinga Cobankment and Inposnduent at
Worngey Pit, 1.D. Ho. 23-00552 near Cadft,
washington County, Hissouri, ilornscy
Brothers !Mining Conpany

At the request of John S. Risbeck, Mianing Ungineer, Rolla,
Miseouri, the liornscy HBrothers' tailings disposal eite was
investigated on September 20, 1978. The {nvestipation wvas
wade by Howard J. Lucas, “ichael Ryan, and Deunnis Dati,
Rolla Subdiatrict 0Office, Metal aand NHonmetal !{ine Safety
and lealth, and Gustavus wW. Center aanad Robert L. Ferriter,
Peuver Technilcal Hupport Centecr. No mining cowpany repre-
sentative acconpanicd us during the investigation.

Tioe sice I cubentially as described fu a report dated
Septeaber 10, 1977, by Deaver Technical Supprort Center,
cexcept thar the erbankment naw been raiged about 15 teet
by the upstream nethod of conatruction, and the freeboarvd
hno been fucreascd to avout 9 feet. The tailings are still
dincharged Into the pond {in A umanuer that places the slinmes
‘- and watexr apainst the eabavknent, This proccdure reuanlts
{ in a very poor foundation 1or coaustruction in the upstreasa
pcthod.
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A stability analysia was made by DTSC using soil parnmecters
obtained in laboratory tests of sinilar naterial and a
cross~-section of the structure developed from on site measur-
wenta and an assumed boundry between the tailings and coarse
vaste., The analysis indicated the embankment has a very low
factor of safety.

CONCLUSTIONS

The atability of the Hornsey Brothers' taflings embankment
is marginal and therefore remains a potential hazard. The
nethod of material placement is a hazard to personnel. The
rear wheels of a truck left deep impressions in the embank-
ment near the upstream edge of the crest as a load was being
dumped. It 48 believed that the embankment is too large

for any significant improvement in stabilicty to be obtained
by changing the discharge of the tailings to along the
embankment crest at this time. Increased stability could

ba developed by adding a buttress fill of coarse waste to
the downetream side of the embankment. The buttress fill
vould need to be placed on an adequately prepared foundation.

RECOMMENDATIONS

1t i1s recommended that the disposal site be closed becausne
of the questionable stability of the embankment. Remedial
meagsures should be undertaken to incrcase the embankment's
stability before disposal operations are resumecd.

ce: Administrator, M/NMSSH
S. A. Stauin
K. K. Wu
D. Hutchinson
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U.S. DEPARTMENT OF LABOR
MINE SAFETY AND HEALTH ADMINISTRATION
Room 4C50, 1100 Commerce Strvet
Dalias, Texas 75242

Pebruary 6, 1979

Mc. Lewis E. Hornsey
Hocrnsey Brothers

P. O. Box 309

Potosi, Missouri 65401

Dear Mr. Hornsey:

As per your letter request to Terry Phillips, we are sending
you recommendations defining requirements which must be met
before tailings impoundments can be placed in operation.

We are also enclosing a copy of design guidelines for mine
waate piles and tailing dams. These quidelines have been
compiled by our Denver Technical Support Center and serve as
recommendations to our enforcement staff.

If you wish to discuss either of these two reports in detail,
please feel free to contact Terry Phillips, subdistrict
manager at Rolla, Missouri, 314/364-8282, or nyself at Dallas,
Texas, 214/749-1241.

If we can bte of any further help please call on us anytime.

Sincerely,

Mgy

Wayne D. Kanack

District Manager

South Central District
Metal and Nonmetal

Enclosures

B-11
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U.S. DEPARTMENT OF 1. ABOR 'w”lwﬂ
MINE SAFETY AND HEALTH ADMINISTRATION :i' “&!} "?‘
Mailing Address: Strcet Address: j . . .
P O. Box 25367, DFC 730 Simms A g 3
Denver, Colorado 80225 Lakewood. Colorada CA 5
s, Lo

DENVER TECHNICAL SUPPORT CENTER
Mine Waste Branch

JAL 1 sy Report No. DIB4B-WI139
File: HLS-S

MEMORANDUM FOR: WAYNE D. KANACK
District Manager, South Central District
Metal and Nonmetal Safety and Health

Q”,afjj ey o

FROM: OBERT 1 IMOTO
Chief, Mine Waste Branch
SUBJECT: Hornsey Pit, I.D. No. 23-00552 near Cadet, Washinptoen

County, Missouri, Hornsey Brothers Mining Company

A memorandum from Terry E. Phillips, Subdistrict Manager, Rolla, Missourd,
wis received in this office on January 23, 1979, Mr. Phillips soupht
4ssistance in replying to a Hornsey Brothers' letter which requested a
written statement clearly defining the requirements which must be met
bet.re their tailings impoundment could be placed in operatien.

After thoruvughly reviewing our files, the following recommendations are
of;ered:

i. 1t is the opinion of our professional staff that the stability of
the present retaining embankment is inadequate. As stated in DTSC's
memorandum of August 25, 1977, a minimum factor of safety of 1.5 static
and 1.2 dynamic, under full anticipated design capacity, is normally
considered a safe design value for the hazard rating as associated with
the {mpoundment. Trail stability calculations performed in this office
{see DTSC's memorandum of September 28, 1978) have indicated a safely
factor considerably less than that mentioned above.

2. 1t appears that two alternatives are available to the operators,
cither Hornsey Brothers, or their prospective buyer. The first would be
to abandon the current pond by providing drainape control or capping the
fmpounding area to prevent the Impoundment of wiater, and sceking another
site for tailiugs disposal. The second alternative wo'-ld be to stabilize
the existing embankment. This alternative would entail a thorouph




{nvestigation of the existing embankment including:
a. A determination of the phreatic conditions within the embankment;
b. Foundation investigations;

¢. Testing of embankment and foundation materials to determine
s»oil strenpth parameters; and

d. Pertorm stability analyses along critical embankment scetions.

Atter this investipation is complete, a buttressing fill with a drainaye
bianket will probably be required to increase the stability of the
unisting embankment to an acceptable level. Hydrologic calculations
should be pertormed teo ensure that sufficient freeboard is maintained to
contrel the runoft from a probable maximum storm. Consideration should
aice be given to constructing an adequately designed emergency spillway
cr o decant system,

Withent the stability investigation discussed above, design and
proper sizing of a stabilizing buttress is not possible. Also, to
achieve the required Increase in stability will require remedial con-
struction in accordance with design-determined specifications such as
material gradation, compaction, etc.

4. For DTSC to recommend reopening of the site, a properly prepared
enyinecring investigation, including sufficient soil testing to gpain
cont idence in the test results, and proposed modifications to increase
the stability ot the embankment must be presented. After review,
construction in accordance with the approved medifications should be
accomplished prior to reopening the site.

Since the extent of remedial work required at the site is yet to be
determined, it would be extremely difficult to estimate either the cost
or time required to perform the work., However, the St, Louis area has
many geotechnical engineering firms who would probably be able to
provide the Hornsey Brothers with both design and construction estimates.
A copy of MSHA's Design Guidelines for Mine Waste Piles and Tailings

Dams is attached to this report for the Hornsey Brothers' use in estab-

l1ishing design objectives. All designs submitted to MSHA for review
stiould conform to the guidelines.

¥ you require any addirional information, please call.

Fnclosure

(v Administrator, M/NMS&H
S, AL Stanin
Rey Bernard
Terry Phillips
K. K. Wu
D. Hutchinson
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DESIGN GUIDELINES FOR MINE WASTE PILES
AND TAILINGS DAMS

BY

MESA - TECHNICAL SUPPORT CFENTER
DENVER, COLORADO

JANUARY 10, 1978

SESTON GULDLLINES are generally employed by the Denver Technical
Pt Center din o its review of plans submitted to MESA.  These pufde-
will he continually apdated as the state-of-art for the safe and

t1v depomition of wined waste iy advanced.

'




Hydrologic awd Hydroulic considerations

l. Current, prudent engineerving practices tequire a4 conservative
approach to srovide maxtimun {lood protection tor water-retention
structures located where failure may cause loss of 1ife or sericvu-
property damaye. Theretore, designs of water, sediment, or tailin,s
{mpoundments should be based on the probable maximum precipitation of
t-hour duration. A 20 percent reduction in the prabable maximum
precipitation (PMP') is allowed for impoundments east of the 105th
weridian which have drainage area less than 10 square miles. For arcas
west of the 105th meridian, inflow design floods should be preparcd,
vwoing both the probable maximum thunderstorm J-hour rainfall and the
protable maximum 6-hour general-type storm rainfall. The more critical
of the two inflow design floods should be used in the design of the
strusture.,  [f it can be shown that the failure of an impounding structure
woaild not canse loss of life or property damage, then a lesser desiyn
criteria may be used if information substantiating such a decision is
sutmitted bv the vperating companies. A 100-year frequency storm of
6-hwur duration (eone percent probability) is the minimum storm permitted
in the design of anv impoundment. !

2. The design frecborad distance between the low point on the
apsirean stde of crest of an fmpounding structure and the maximum
wiater elevation for the anticipated design capacity should be at least
thiee feet, However, in situations where sufficient documentation is
srevided indicating that adequate freeboard is assured so that there is
no possibility of the embankment being overtopped, a lesser frechoard
mav be acveptable. Many factors are involved in the determintion of
e hoard requirements. Ttems that should be considered include;
“ton of hipgh water level in pond, effeceive wind fetch, water depth,
sodertial wave ronep oon embankment slope, and the ability of the
oot ooabment to resist erosfon. The crest should slope to force alil
Gaftape to the upstream side of the embankment,

The desipn {reeborad distance between the tap ot bank of any spillwav
or diversion cluannel and the maximum water surfuace in the channel must
e oat least 1,07 4 0025 v(1)«3Y where v = velocity in ft/sec and d -

1

decih o in fect, i a design Ylood based on less then 100 percent of
creaable maxinmum precipitation is employed,

3. Under noramal conditions, diversion ditches around an imponnd-
rens Should be denioned in accordance with the appropriate State
ey ations, Pivershon diteches around embankments that cannot {mpounid
waler atre geterdally required te pass the runoff from a 100-year fre-
e v ostorm o of A-hour duration.,

B-15
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4. When any emergency outlet structure for an impounding facility
{5 being checked, any diversion ditches should normally he neglected as
a part of the outlet structure. If a diversion ditch is being considered
to pass runot! water in lieu of a spiilway around an impoundment, the
diteh should be designed and constructed under the same desipn speci-
fication as a npillwayv.

5. The tailings should be distributed around the periphery of
embankments constructed of waste materials, and the pool should be
kept as far from the embankment crest as is practical,

6. The SCS Handbook, NEH Notice 4-102, August 1972, is an
apeptable reterence for hvdrology design considerations for mined
waste structures.  Another suitable reference is the Burecau of
Keclamation's publication entitled, "Design of Small Dams', Reviscd
Weprint, 1974,

/. Pipes and conduits should be properly desifned and constructes
with provisions to prevent clogging., A suftable reference on prevention
of clopmping is "bebris-Control Structures', Bureau of Public Roads,
tivdraulic Engineering Circular No. 9, February 1964, Pipes and conduits
throvph the embankment should have several seep rings to prevent piping
alony, the line and ultimate failure. The length of the line of secepage
alony the line of contact between the embankment, the barrel, and the
anti-Leep collars should be about 20 percent longer than the length of
iy of conduit lyving within the zone of saturation. The line should be
comntracted with a4 materiai which will not deteriorate and create a
vioil throungh the embankmoent,

8. Impoundments in which part or all of the inflow from the desipn
wice ds to be stored shall be subject to a drawdown criteria. The draw-
down vaditeria fo met 1f 90 percent of the volume of water stored dur:ing

the esden storm o can be evacualed, within 10 davs, trom the tacility.
. Sorfaces of channels and diversion Jitches should be corabl.
Coecthetandin,y the expectad moctmum velocity ot the desien flow with,

a b crosfon o ccounr, A vood reference for the sizing of viporar o

oo hanseds b e Y R tor Bank Protection', Burea . cr bab oo
e , v tvaublie Gecdacerane Clrcular Nooovd, Jdane 47,
oatechmde s et iong

l. The <tab ity of an ampounding stre tate should have noaninan,
cratie and dvocoss Tactors of satere of 105 and 1L, respectivels,
et talb antieapate D desivn capacaty,

v
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i 2. For dry embankments that do not and cannot impound water,
tailines, andser silt, the mined waste should be designed to winiranm
static and dynamic safety factors of 1.5 and 1.2, respectively.
3. Foundations for embankments and impoundments must be properly
prepared by removing all vegetation and undesirable material in orden
to achieve a [irm foundation,
4, Filters, drainage blankers, etc., that are so thin that
contamination mav occur during construction, are not considered adequate,
Norsally, a blanket of well-graded material five feet thick is preterred,
thiee feet is the minimum and will require special construction considera-
tloa to be acceptable. 1f, in peneral, the proposed coastruction requives
clene field control to assure that the facilitv is properly construted,
then carceful consideration must be given to all clerments of the desipn
prive to approval., A good reference on filter desiyn requirements is,
"Hesipgn of Small Dams,"
5. When an operating company has vequested appirovil to raise tiwe
beivht o' an impoundment by upstream construction over tailings sediment,
‘ the tollowing iy recommended:
| a. The operating company perform suitable test. on the
| taflings (subsurface investigation) to prove that the tailiugs
tave sufricient strength for stabilitv and support ot rhe added
material, he constlruction ol the dom addizion must he enpinee:
controlled and «ujtably coapacted in Iavers.,  The beneficial
5 effect an wtability ol compaction outweirhs the d-creased per-
| meability produced by the compaction,
b, The dumpingy ~f matevial over toe rreeboard avea of b
dam crest o to oextend and raise the embanteent {s not allowed anlese
it {s in a-cordance with an approved pian,
H. A stanter dike which s (o be the downstream toce should te
conntructed o coarse rock, gravel, and sand miwture with a gradaticen
to sand o the upstiean side to prevent piping of tailings.
Al oIy - Plan Review cheorlist
I L. ., » )
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ATPEND!S
PLAN REVIEW CHECKLIS
The following i5 a Tist of items generally rejuived (o male a compe
heasive plan and specification review,

AL SITE DESCRIPTION

l. Name of site.
2, Ownershap of propertv.
3. Active or juactive sfite,
4. General description of site, including downstream developmerni.
5. betailed location.
’ 6. Construction history.
/. Other,

B. DRAWINGS CF STTE

Drawings <howing the existing conditions .und the proposed Improve-
ments iu surficient detafl that specifications can be prepared an!
constructirn aceerplished.  The drawings shiould include the followiny
as a minfram:

1. Plan view, inclnuding elevations and dimensions, at a2 scale
larye encuvin to show all detaile sach as the location of
(a4) tailiups embankment, h) jmpoundiment, (o) diversion

ot il iway, e storer aniety (9 poo ine and

Jec ot wearen, aad (p)oaccess road,

1y 5
G Do tie

<. e 0 tore wectiong threash the o o emban’ tent Lol
all duoon oo, poadon, slopes and materiog.,
BT SR N PE S A SRR § SERUE S Rk , oand cnillwae
showiny 50 dinenstons, b caaterdal.

N Jriysnal Copogragtes,

iR Tire wohiedale £ conpletion of each hiase of wors,

n. Other,

[ PO URE AN

!, BYUieo:ste fze b embandment oand {rpoonaent,

A Method o0 removing water from impoundmont during life o syt

3. Plan. to chiange tvpe of mill or grinding circuits.,

A, Other.

B-14
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D, MINED WASTE EMBANKMENT :
l. Type - sidehill ] cross-valley, {nactive, active, etc. 7
2. Method of construction and compaction. }
3. Secpas,e - areas and asounts,
4. Stability analysis of cwbankment and toundation, f
5. Classiz{eation and mechanical tests of embankment materjfails
and foundation,
6. Other.,
. TATLINGS IMPOGUNDMENT
1. Description, inciuding aréa and depths of water and tailings.
2, History of i{mpoundment.
3. Taflings inlet - location and volume.
4, Description of terrain.,
5. Hydrolosy stady of watershed area.
6. biversion ditehes - location, size, slopes, foundation, prace.
7. Metheed of removinp water from {mpoundment.
8. Decan: - tvpe, wall dimensions, location, size, lTengpth, yio e,
discharpe chanpel,
Y. Freeboar! from sturry level to decant entrance.,
10, Spillway = tvpe, location, size, lenpth, grade, discharye
chiaunel.
1. Frechboard from slurry level to spillway dnvert and to lJow |
polnt on embankment,
12, Othet .

k. ABRAND

OLMENT PLANS

Plan:. ot abandonment, including an anticipated date of
sbandon o cont and ceclamattion of the mined waste embanxkment
and fmpoundment .

Method of removing water from the site after abandonmeunt,

Tidcraens and tvpe 0F sealer.

Pregaratioa, »hysical and chemical, of embankment of seaier,

Copeoet veperat o, ‘
Other, ' |
}
B-19
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DESTIGN CAICUTATIONS

1.

. N . 1
Hydrologic data and methods of calculations used to determine :
{nflow, outflow, and storage. ’ '

Bydraulic data and method of calculations used to dJetermine
channel sizes of spillwavs, decants, and diversion structure:,

Sofl data and methods of calculatiocns used to detcrmine
stability of structure under varyiny conditions.

When computer facilities are used for engincering calculations,
a copy of the input data and computer output listing shall Lo
submitted for verification and checking purposes. The con-

sultant should also provide a listing of the program used in

the computer analysis. If the program is used in a subsequent

plan submission, the results should be accompanied by a stare-

ment that the program has not been altered since its initial

submission to MESA, or a new program listing should be provided. i
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ENGINEERING GEOLOGIC REPORT ON THE HORNSEY BROTHERS TAILINGS DAM 2oNE
Washington County, Mo. ’

LOCATION: SEY%, Sec. 23, NEY, Sec. 26, T. 38 N., R. 3 E., Mineral Point Quadrangle

GEOLOGIC SETTING:

The dam is constructed on the Potosi dolomite. It is located on a north-
ward draining tributary separated by a narrow ridge from Mill Creek. The dam has

had previous problems of waterloss with pollution of springs in the Mill Creek
area as the result of siltation.

The dam ranges from a maximum of approximately 90 feet high on the northward
portion of the structure to an average height of 35 or 40 feet. Slopes generally
are 14 to 1. (Crest width is 15 feet and freeboard is 6 feet. Several leakage is
occurring on the eastern embankment near a waterline used to transfer water from
a storage pond on Mill Creek into the tailings pond. Water may be leaking from
the line. Water temperature at the outfall of the line is 709 F. Water in the
area of leakage is 70° P. Leakage approximates 0.5 cfs. Leakage is spread out

across some 100 feet along the toe of the levee. The levee affects of piping or
becoming quick.

RECOMMENDATIONS :

Although the structure is extremely high and leakage as noted is significant,
there are no visual signs of failure or reasons to suspect failure. Thus, from a
geologic aspect, the site is not cited as being one needing remedial trxeatment.

. - o ey s -

b._>

Chief
Applied Engineegfing & Urban Geology
Missouri Geological Survey
September 12, 1975

g-23

e e e vt ——— T
’ ptor e A
. STty e

e e e e e ———

»



O

{ POR FILE ©

ADDENDUM TO HORNSEY BROTHERS BARITE POND
WASHINGTON COUNTY, MISSOURI

visit on 31 August 1977 showed that high seepage rates exist along the
eastern dike, Water flow was higher than observed on previous visits along
the dike near the blacktop highway. Flow was equally as strong along other
arsas at the base of the levee as has been ohserved on previous visits. Gravel
slumping along portions of the lsves was

,; Applied Engimtering & Urban Geology
Geology Survey
Sept r 1, 1977
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Photo No.

1

PHOTOGRAPH RECORD
CADET MINE TAILINGS DAM - I.D. NO. 30715

Description

View toward left abutment showing upstream face and crest
of dam along north leg.

View toward back of impoundment showing upstream face of
dam along east leg.

Downstream face and crest of dam along north leg.

View toward back of impoundment showing downstream face
and crest of dam along east leg. The 10-inch diameter
inflow pipe at Station 21+93 is visible on the downstream
slope.

View north along downstream face of east leg of dam show-
ing seepage and wet zones along the toe. The larger rock
seen in the left foregound of the photograph is the screen
and bull rock which was dumped at the low point along the
dam at Station 8+00 to widen the crest.

View south along crest of east leg of dam at south end of
impoundment. The low point in the dam crest and the widened
crest at Station 8+00 are visible at the left side of the
photograph just before the curve in the crest.

Encroachment of the embankment fill onto the paved road

adjacent to the south end of the impoundment near Station
6+00.
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